THE INTELLIGENT FLOORA DOUBLE
THE INTELLIGENT CEILINGa PORT

FEATURES

Rated for use on 120V/208V 20 ampere branch circuits

®  Manufactured with Type MC Cable featuring 90°C insulated, #12
AWG, solid copper conductors

®  Connector housing is zinc-plated 0.060 inches cold-rolled steel
®  High conductivity pin and socket connector design

®  To diminate inter-voltage connection, each connector is keyed and
color-coded to meet specific voltage requirements

B |BEW-assambled, UL-listed and labeled
" Meets requirements of NECO Article 604

®  Acceptable for use in environmental air-handling spaces other than
ducts or plenums per NEC Article 300-22(c)

APPLICATION

A vital part of the IF/IC modular wiring system, the Power Extender Cable interconnects all of the other assemblies.
It distributes power from the Main Distribution Box (MDB) to the Secondary Distribution Boxes (SDB) and from there
to the Access Floor Modules. Cables are configured for Genera Purpose (GP) power and Isolated Ground (1G) power.
Custom circuitry configurations are available.

POWER EXTENDER CABLE

ORDERING INFORMATION

Catalog Number

1 E A G |/ A 1 0

Length (Feet)
Standard Lengths:

10', 15", 20'
30', 40', 50'
Lower Port Circuitry
A= 1hot A
B= 2hot AB

C= 3hot ABC

Upper Port Circuitry
AG/ =1 hot, A IG
BG/ = 2 hot, AB,IG

Function
E= Extender Cable

Voltage
1= 120/208/240 V
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